Tuberias de acero

soldadas helicoidalmente

Spiral welded steel pipes
Tubes d’acier soudes en helicoidale
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RANGO DE PRODUCCION  PRODUCTION RANGE

CAPACIDAD DE PRODUCCION ANUAL  ANNUAL PRODUCTION CAPACITY

150.000 toneladas. 150.000 ton. 150.000 Tonnes.
DIAMETRO EXTERIOR OUTSIDE DIAMETER METR

16"-100". 16"-100" 16"-100".

ESPESOR DE PARED WALL THICKNESS :

4 - 25,4 mm (max. x 70) 4-254 mm (max. x 70) 4 - 25,4 mm (méx. x 70)
4 - 28 mm (max. x 60) 4 - 28 mm (max. x 60) 4 - 28 mm (Méax. x 60)
MATERIA PRIMA RAW MATERIAL \ATIERE PRI

Hasta API 5L PSL2, X80. Up to API 5L PSL2, X80. Jusqu'a API 5L PSL2, X80.
LONGITUDES PIPE LENGTHS NGUEUF

Entre 8y 18m. Length from 8 to 18m.

Ldngueurentre 8 et 18m.
PROCEDIMIENTO DE SOLDADURA WELDING PROCESS ROCENE NE <AL

Soldadura por arco sumergido (SAW). Submerged arc welding (SAW). Soudure sous flux a Iarcimmergé (SAW).
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EXTREMOS DE LOS TUBOS

EXTREMOS SOLDADOS A TOPE

PRODUCTION STANDARDS

API5L, EN 10208-2, 150 3183, GOST 20295.

NORMES DE PRODUCTION

API5L, EN 10208-2, 150 3183, GOST 20295.

PRINCIPALES ~ MAIN  TESTS DE
PRUEBASDE  quaLITy | QUALITE
CAUDAD  trsrs  PRINCIPAUX

Todas las pruebas | All necessary
se realizan bajo | tests are perfor-
las normas y es- | med according
pecificaciones del | standards and
cliente. Asequran | customer specifi-
lacalidaddela | cations. Testsare
tuberia. one of the main
tools to ensure
quality of pipe.

- Destructive Tests (Laboratory Test): Tensile Test, Guided
Bend Test, Chemical Analysis, Macro — Micro Inspections,
Charpy Impact Test and DWTT.

- Hydrostatic test.

- AUT Offline.

- Radioscopic Test.
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REVESTI-  COATING REVETE-
MIENTO MENT
EXTERIOR EXTERIEUR

EPOXI ‘ EPOXY | EPOXY

NFA 49709, EN 10289, AWWA (-213,
NACE RP 0394, 150 21809-2

POLIETI- | POLYE- | POLYE-
LENO | THYLENE | THYLENE

DIN 30670, NFA 49710, 1S0 21809,
UNI'9099

POLIPROPI-  POLYPRO-  POLYPROPI-
LENO  PVLENE  LENE

DIN 30678, NFA 49711

REVESTI- LINING  REVETE-
MIENTO MENT
INTERIOR INTERIEUR

EPOXI  EPOXY  EPOXY

NFA 49709, API RP5L2, EN 10289, EN
10339, 150 15741, EN 10301

5L-0914
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ESPANA

HEADQUARTERS
Calle Ombu, N° 3
Planta 4 Médulo A
Edificio Ombu
28045 Madrid
Espana

LORCA FACTORY

Avda. Rio Narcea s/n,
Parcela X-1 Pol.Ind.
Saprelorca, Buzén 216
30817 Lorca (Murcia)
Espana

export@nokselspain.com
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